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SECTION THRU
ROLLED RAIL JOINT

STATE OF ILLINOIS
DEPARTMENT OF TRANSPORTATION

Notes:

The strip seal shall be made continuous and shall have a minimum thickness
of 4" The confi on of the strip seal shall match the configuration of the
Locking Edge Rails. n or 'webbed" sirip seal gland configurations are not
permitted. The gland shall be sized for a maximum rated movement of 4 inches.

13" at 50°F (W. Abut.)
Sirip seai~ %" at BO°F (E. Abut.)

77777 7 T'he height and thi of the Locking Edge Rails shown are minimum
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:w - ‘ ’ \ strip seal may vary from manufacturer to manufacturer. Flangead edge rails will
- \ nol be allowed. [.c je Rails may be spliced at slope discontinuities
o and stage construc 5.
- W&}%h—' » The manufacturer’s recommended installation methods shall be followed.
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D based on a rolled rail expansion joint. If the Coniractor elecis fo us
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" . ’ gecording fo the dimensions detailed on this shest. Required modifications
[ shall be made at no additional cost fo the State.
\ All steel components shall be galvanized affer fabrication according to
’ N T \7 \¥3,7 ¢ x 8 studs Article 520.03 of the Standard Specifications.
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SECTION THRU
WELDED RAIL JOINT

Top_of locki N
/ edge ral S Top of sidewalk
1757 157 . /o Top of deck / Y / or median
A‘ R / & AL /4 Top of locking
o ', i )/ . = - . Lop of jocking
L o R A - N v i | A
A = 1
. g+ ; i na i
N 3 IS e \E SIES ‘f‘m ==3 ‘ :
% o }E é o . .
N 3|e
! r
&J
| J 2 AT PARAPET AT _SIDEWALK OR MEDIAN
Shorter pletes with a single row of studs
. Q” **X¥Back gouge not required it ANCHOR Z of 127 cts. may be /761,6‘&&5//’)/ on medians
complete joint penetration (for welded rail) which are shallower than 97. See
is verified by mock-up. maonufacturer’s recommendation.
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EXTRUDED RAIL  WELDED RAIL LOCKING EDGE TYPICAL END TREATMENTS
RAIL SPLICE
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LOCKING EDGE RAILS ’ ’ o
N e BILL OF MATERIAL
i ; 1 /( {4 Item Unit Total
-  pm——— Proformed Joint Strip Seal Foof 415
5 ‘ // &7 mip /1/ - MJ
Inside Face 2" Plate—/ T /
of Parapef o / L, oo | zer
3 Plate—/ /!5 67 137
msice race /| MY | L iwe 0 | N e 0T e T é‘%—wé%ﬁ%j
of parapet
SECTION B-B
PLAN SECTION A-A
POINT BLOCK DETAILS
(for skews > 30°)
PREFORMED JOINT STRIP SEAL
DESIGNED - MFB STRUCTURE NO. 022-0096
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| F.A.L ~O TOTAL | SHEET
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SHEETS - CONTRACT NO. 60651
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